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UNLEADED PETROL. Itis a legal requirement in most states of Australia that if a
caris built to operate on unleaded fuel, the filer cap orifice must have a restrictor
preventing filling up from a Super/LRP nozzle. Necked versions of the Aero 300 and
Aero 400 may have such a restrictor.

VENTING CAPS. Newton caps are designed for aircraft as well as road vehicle
use, and are therefore not usually vented to atmosphere. However the optional
necks CR4850 and CR4850ULP have provision for venting. We also offer a
centrally drilled closing lever locating pin which can replace the standard solid pin
and provide venting to atmosphere on Aero 300 and Aero 400 caps. Asitis un-
baffled, there is the possibility that (especially if the cap is in an aerodynamically low
pressure area) fuel may escape through the vent hole. In other cases where venting
is required it may be necessary to purchase a vent valve, such as our TRV67 or
THVA45.

FIXING RINGS. A fixing ring is available as an option with all Newton caps. The
fing has captive nuts and bolts to the other side of the panel the cap is being fitted to
Itis recommended that you use a fixing ring when fitting the part rubber necks
CR4850 or CR4850ULP to provide extra support for the neck. The smallest cap,
A26S comes with a fixing ring as standard equipment. If you need sealant, we
recommend “Hylomar” or equivalent.

FIXING SCREWS. All Newton caps and fixing rings are supplied with all necessary
stainless steel screws and nuts

COLOUR. Al caps are supplied in a plain polished anodised aluminium finish.
Other colours may be available only to very special order and considerable delay.

MATERIALS. Caps are made from 6063 or 6082 aluminium forgings or solid billet.
Saddle clamps are glass filled nylon, except the 6082 aluminium clamp in the 200
series. Centre pins, pivot pins, Springs, screws nuts and washers are stainless steel
as are all levers except the 6082 aluminium lever of the 400 series.
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The 80 mm Flange Diameter Aero 200 caps are the smallest in the range. They are
of all metal construction, so are stited to use with more hostile fluids.

Earl’s supplies the basic A26S cap complete with a fixing ring to assist in direct to
tank mounting. A gasketis supplied, and with “wet’ installations such as
Motorcycles and Boats we recommend use of a sealant such as “Hylomar”.

There is no locking version of the Aero 200 cap. lllustrated below are the basic cap
and the cap with 50 mm neck.
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AERO 200 CAPS
Applications
Fuel, oil & water tanks

Features

Fixing Holes: 6x4 mm__csk

Bolt Circle: 65.5mm__2.5 inches
Finish

Centre_anodised: Clear (Silver)

Flange & Flange/Neck anodised: Clear (Siver)
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PART NO NECK Y/N FIXING RING | SCREW PACK
YIN YIN
A26 NS Yes No Yes
A26 S No Yes Yes
A26S CAP

A 26 NS CAP WITH NECK
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The 95 mm Flange Diameter Aero 300 caps constitute a very wide and useful range
Variations include locking and non-locking, with or without neck and with or without a
“Super” nozzle restrictor flap which makes the cap suited to Unleaded Petrol use
only.

Flange Type - no-locking mechanism
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BASIC AERO 300 CAP, WITHOUT NECK OR LOCK

Locking mechanism ilustrated.
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Applications Materials ___ N
Fuel, ol & water tanks entre Forging - Aluminium Alloy
Features [Flange - 5082 T6

Fixing Holes: 6 x 5 mm_csk Neck - 608216

Bolt Circle: 76,2 mm_3.00 Inches

Weight Finish

[A36S: 6257 Anodised Clear (SIver]

[AS6NS: 136 g ASGNULP: 3259

‘Al dimensions are in Millimetres

FIXING RING

The Aero 300 caps are not supplied with a fixing ring as standard. However a ring is
available as an optional extra. It is complete with appropriate screws.

The Part No is FR36

AERO 300 VARIATIONS

PART NO. NECK Y/N LOCK YIN ULP FLAP YIN
A36 L No Yes No
A36 S No No No
A36 NL Yes Yes No
A36 NS Yes No No
A36 NULP Yes Yes Yes
A36 SULP Yes No Yes

All Aero 300 Caps are supplied with a fixing screw, nut and washer pack.
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The 140 mm Flange Diameter Aero 400 range provides a larger flange and a larger
centre hole. A wide range of optional accessories, including necks, fixing rings and
a spill tray make this a truly versatile cap. All are supplied with Fixing Screws.

The Aero 400 with neck is now a bevelled edge cap, no longer flat, with recessed
screw holes for that “macho” look. It stands about 3 mm proud of the surface

[Applications Materials
Fuel o & water ks ‘Contro Forging - Aluminium Alloy 6063
Features Flange 6082 T6

Fixing Holes: 8 x5 mm csk Neck - 5082 16

Boll Circle: 1016 mm 400 nches . Auminium [P: Sieel

[Weight Finish

AteS 776 CNAEs0 740 ‘Anodissd Clear (STver]

[AGBNS50. 4200 {complete assy) Al dimensions ars in Millmetres

‘Connecting necks Locking version. .
The Aero 400 range has also The Aeto 400 i avalable %
connaciing nocks as separate wilh 3ok opton o
parts, avatabia n 50 mm (Z) and T locking fype can be
57 min (2257 outts. supplied wih matcting
cwsso craso Koy numbers. L
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AERO 400 SPECIFICATIONS
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BASIC AERO 400 CAP, WITHOUT LOCK OR NECK
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A48NS50 & A48NL50

AERO 400 INTEGRAL FLANGE & NECK,  View showing new bevelled top
(NOW BEVELLED EDGE, NOT FLAT)

UNLEADED PETROL
The versions of the Aero 400 cap with an integral neck may be
converted to Unleaded Petrol use by installing the optional restrictor flap
ULP1.

AERO 400 VARIATIONS
PART NO. NECK Y/N LOCK YIN ULP FLAP YIN
Ads L No Yes No
A48 S No No No
A48 NL50 Yes Yes Optional
A48 NS50 Yes No Optional
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These necks share the same 8 bolt mounting pattern as the A48S and
A48L caps and are fitted behind the panel, sharing the same cap
mounting screws and nuts as the cap. In the case of rubber and
aluminium necks CR4850 AND CR4850ULP we strongly recommend
the use of Fixing ring FR48 to clamp the rubber against the bodywork.
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CR4850 NECK

CR4850 & CR 4850ULP NECKS

CN4850 NECK

CN4850  Aluminium neck to take 50 mm (2.0 inch) connecting Hose
CN4857  Aluminium neck to take 57 mm (2.25 inch) connecting Hose
CR4850  Rubber & Aluminium neck to take 50 mm (2.0 inch) Hose

CR4850ULP Rubber & Aluminium neck to take 50 mm (2.0 inch) Hose
May also be fitted with ULP only restrictor flap.

NOTE. Both CR4850 and CR4850ULP have the capability of being
VENTED. To vent these necks it is merely necessary to drill through
the rubber where the 6 mm barb nipple is embedded and connect a
suitable vent line.




